
A1 mini Portable EV Charger                    3.7 kW | 7.4kW 



Key Features 

• High Performance Charging Gun: High Performance 
IEC 62196-2 compliant Type 2 charging gun with 5m 
cable with plug & play EV charging. 

• Power Options: Choose from 3.7kW (1Φ), 7.4kW (1Φ), 
Or 7.4W (1Φ) industrial socket IEC 60309 with power 
derating or delay possible via button or App 

• Electrical Protection: Best-in-class Over/Under Voltage, 
Over Current, RCD Type A, Earth Detection & Protection 
available 

• Mobile App: Convenient control via mobile app 
optional 

• Touch Controlled Stop: Touch controlled stop & start 
delay button ensuring no mechanical wear & tear 

• Smart Load Management: Button controlled power 
derating available  

• Compliance Standards: Meets IS 17120 / IEC 62752 
• SMART LED: Smart LED indicating charging status and 

fault status including delay and derating. 
• Sleek & Rugged Design: Modern, ergonomic, and 

highly rugged design that enhances user experience, 
improves usability, and supports demanding or rough 
usage. 

• Easy Installation: Install the charger without opening 
the enclosure with easy click fit electrical connection 



A1 mini  Portable EV Charger
Technical Specifications
Power Output

Max Charging Power & Current Single Gun 
32A (1Φ) - 7.4kW (IEC 60309 Industrial Socket or Direct Cable input) 
16A (1Φ) - 3.7kW (16 Amp IS 1293 Plug for Home Socket)

AC Output Voltage 165 - 290 Vac (1Φ L-N)

Output Cable / Gun Type 5m IEC 62196 Type 2 cable gun

Mode of Charging Mode - 2

Power Input
Input Voltage Range 165 - 290 Vac (1Φ L-N)

AC Wiring 16 A IS 1293 Three Pin Socket or 32 A 1Φ - L1/ N/ PE Cable or 32A IEC 60309 
Industrial Socket

Derating & Time Delay Current/Power Derating in steps & Time delay possible via button & App 

Input Frequency (nominal) 50 / 60 Hz

Input Frequency Range 45 - 65 Hz

Standby Power @ Nom. Voltage < 4 Watt (standard single gun)

Safety
Di-electric Strength Test 3,000 Vac (Common Mode) or 3,000 Vac (Differential) 

Insulated Test Between Isolated 
Terminals

R >1M Ω

Over Voltage Category II

Residual Current 30mA AC  |  6 mA DC

Other Safety Features Over Current, Under Voltage/Over Voltage, Over Temperature, Power Surge Protection, 
Earth Detection & Monitoring

User Interface & Configuraton
Display No Display (Available in A1 Pro Series)

Support Language English

User Authentication Free Vending (Default) or SCharge Mobile App (via BLE)

Connectivity Options WiFi, BLE, & OCPP 1.6J

Visual Indication SMART STATUS & SETTING LED  including dedicated faults LED

Energy Metering On Request

Setup, Control, Monitoring & 
Support

SCharge Mobile app including warranty & support management via SCharge NOC

Load Management
Manual Load Limiting (Max) 1A steps via app or Steps via button 

Mechanical
Ingress Protection IP66 / IP67

Impact Resistance IK8 for Enclosure

Dimension (H*W*D) 22.2 X 8.6 X 4.5 (cm)

Weight 3 Kg including Charging Gun

Charging Cable Length 5 Meter + 0.45 Meter Input Cable

Material PC / PC ASA UL 94 V-0

Cable Storage Cable & Gun Holder for wall mount options

Carry Bag & Mounting Portable Carry bag with Wall Mount options with Fixed or Removable mounting Bracket

Cooling Natural Air



Environmental
Operating Temperature -20°C to 55°C (full power)

Storage Temperature -25°C to 60°C

Altitude Upto 2,000 meters

Humidity (Non-Condensing) 5 % to 95 %

Standard / Certification
Compliance Standard IS17120 / IEC 62752

Certifications CE, RoHS, ARAI
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Rugged 
Reliable 

& 
Dependable 

A1 mini



Best in Class User 
Experience 

Our rugged body with 
advanced system fault LED has 
been reviewed to provide the 
best in class user experience 
reducing charging anxiety 

Easy Installation 

Our plug & play click-fit 15 
minute installation ensure a 
hassle free installation and 
quick maintenance 

Design & Customisation 

Our chargers are not just 
Dumb Boxes. They are 
designed to emote a feeling 
to ensure a smart, seamless, 
safe EV charging experience 
for users 

Download App 

App available on all devices 

Warranty 

Dedicated Support Team with 
ticket management for seamless 
resolution via app, website and 
onsite services 

Service & Support 

Direct Warranty Management & 
Support Ticket from SCharge 
App 

Quick Start 

Our Support portal with 
dedicated support documents 
and instructions help customers 
get up and running with their 
chargers 



Ordering Information

A1mini Portable 
Charger

Eg.   A1mini-301.P.01 

Charger kW Input Plug Options

A1 mini 301 - 3.7kW 
701 - 7.4kW

P -16 A IS 1292 Three Pin 
Socket  

S - 32A IEC 60309 Industrial 
Socket 

C - 32 A 1Φ - L1/ N/ PE 
Cable 

01- Standard 
02- With additional 
Wall Mounting Kit

SCharge Pvt. Ltd. 

www.scharge.co.in  |  +91 92841 47516   |   sales@scharge.co.in

SCharge Pvt Ltd. 

The information provided in this datasheet is subject to change without prior notice. SCharge reserves the right to modify product specifications, features, or any other details contained 
herein at any time. 

Copyright Disclaimer 

No part of this datasheet may be reproduced, transmitted, or distributed in any form or by any means, electronic or mechanical, without the written permission of SCharge. All rights reserved. 

Trademark Disclaimer 

SCharge & all other SCharge product names and slogans mentioned in this datasheet are or may be trademarks or registered trademarks of SCharge. SCharge and other product names may 
be protected by one or more patents. Any other products or services mentioned may be trademarks or service marks of their respective owners. 

Illustration Disclaimer 

Illustrations of the SCharge product and user interface provided in this datasheet are for exemplary purposes only. Actual product appearance may differ from the images depicted. 
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